Notes:
1.Type:Film to Glass
L440.15 211.1:+0.2 2.0Operating Voltage:<10v

VA, 200 e 0:7

AA, 198 BRY; 3.Operation Temperature:-10 ‘C~60C
il [ Storage Temperature:-20 ‘C~70°C
X+ 4 Life Time:1.000.000 times

5.Connect Material:FPC
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S ‘i’ N 5 5 6.Response Time:<10ms
s Y+ Y- 1338 7 Linearity:<1.5%
R - 8.Transmittance:275%

9.Surface Hardness23H(pencil)
X- 10.0Operation force:60g ~150g
| ! 11.Resistance:X:152 Q-372Q Y:479Q-11708Q

10. 04
9.04

0.30+£0. 05

f»l@«

45.24+0.2 ’W‘\
0.7640.1 || o ¥=4%0. 5:10. 05
. PITCHL 0
et0,3
DetailA
PIN# | Assignment X+
1 Y+ Y+ X Y-
2 X-
TOLERANCES "
3 (UNLESS OTHERWISE STATED) 9
Y- DECIMALS ANGLES #0.5%
>2000MM  +2.00MM
4 + 1600< X <2000M  +1.20MM
X 200< X SIG0OMM 20.80MM ModelNo: | 4W0900-KR see | Q" Ratio 169
<X s ).
12 3 4 1%2?3%53 g-ggmm Structure G+F Unit mm Scale 111
30<X <120MM  £0.20MM Deslgn Date | 201585 Page n
<30MM  0.10MM Check Date 201585 Version
Release Date 2015.8.5 ﬂ—@—




